
   

SC-A526-32 

 

 

HD-TVI 8MP 32 Channel Hybrid DVR 

H.265 & Dual-stream video compression 

Support HD-TVI/analog/AHD/HDCVI/IP camera hybrid 

Support 16 IP Cameras, up to 8 MP with 4.X Firmware 

Disable TVI in order to add more IP up to 48-ch (260 Mbps Max. Input) 

HDMI output up to 4K resolution 

Independent VGA output up to 1080P 

Connectable to the Coaxitron camera/dome with long transmission distance 

Support up to 16 Ch. synchronous playback 

Model Number SC-A526-32 

Video compression                               H.265+ / H.265 / H.264+ / H.264 

Video Input                                             HDTVI up to 8MP, AHD up to 1080P, HDCVI up to 1080p, CVBS 

IP Video Input                                        16-ch ( up to 48-ch), up to 8MP resolution. (260 Mbps Max. Input) 

Audio compression G.711u 

Audio Input/ Two-way audio in         4 Ch. input/1 ch two way audio RCA (2.0 Vp-p, 1kΩ) 

                                               1920 × 1080 / 60 Hz,1280 × 1024 / 60 Hz, 1280 × 720 / 60 Hz, 

HDMI1 / VGA output                           1024 × 768 / 60 Hz 

Features 

Specifications 

  



Main stream: 8MP@ 8fps; 5MP@12fps; 4MP@15fps; 3MP@18fps;          

Frame rate                                    1080p/720p/WD1/4CIF/VGA/CIF@30fps Sub-stream: 

 
TCP/IP, PPPoE, DHCP, DNS, DDNS, NTP, SADP, SMTP, SNMP,            

Network protocols

 

Specifications 

 

   

    

   

  

  

   

  

4 SATA interfaces for 4 HDDs; 1 eSATA interface 

 

  

   

  

    

   

    

   

   

   

   


